
Zero Stripping, with 6 points of contact

Low torque, smoother drive

No pre-drilling, 
faster penatration 

 

   
    

Code Approved with
    Structural Values

   Climatek™ Coating is AC257
            Code Approved for use 

in Treated Lumber

        Reverse Threads Prevent Mushrooming,
Specially Designed for Composite 

and PVC Trim

RECESSED
STAR DRIVE 

ZIP-TIP™

TRIM HEAD

W-CUT™

TREATED LUM
BERAPPRO

VE
D

 

      DRIVE WITH SPEED, QUALITY & CONFIDENCE
WWW.GRKFASTENERS.COM
800.263.0463

Allows for a clean finished look

RT Composite™ Trim Head Screws
Reverse Threads Prevent Mushrooming

                                                                        

   Climatek™ Coating is
            Code Approved for use             Code Approved for use 

        
                 Specially Designed for Composite 

                                                                                                                                                
       Case Hardened Steel with High
Tensile, Torque and Shear Strength
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IBC/IRC Code Compliant ESR #3201

Building Code Approved with 
a Limited Lifetime Warranty.

IBC/IRC Code Compliant ESR #3201

Building Code Approved with 
a Limited Lifetime WarrantWarrantW yarrantyarrant .y.yFIN/Trim™ Technical Data

      DRIVE WITH SPEED, QUALITY & CONFIDENCE WWW.GRKFASTENERS.COM
800.263.0463

RT™ Reverse Thread Trim Head Screws are optimized for use with all 
Composite, PVC and Capstock Decking and exterior trim.  It leaves a clean 
look as the tiny heads disappear when countersunk.  Available in #8 and #9
gauge diameters in lengths from 2” to 2-1/8”.  Approved for use in all 
applications that include pressure treated lumber.  Available in both WHITE 
or standard Climatek™ finish and PHEINOX™ stainless steel (with and without
white head option)
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