
Zero Stripping, with 6 points of contact

4-point 3/8” diameter provides a secure
hold in wooden frame

Allows for an absolutely 
plumb installation

No Pre-drilling,
Faster Penetration

TOP STAR™ ADJUSTABLE SHIM SCREWS
For Plumb Installation of Doors, Windows or Cabinets

      DRIVE WITH SPEED, QUALITY & CONFIDENCE   
    WWW.GRKFASTENERS.COM

800.263.0463

              

 

 

 RECESSED
STAR DRIVE 

ZIP TIP™

THREADED
SLEEVE

MICRO 
ADJUSTMENTS

 For Use with GRK’s
exclusive Crown Bit

          Threaded Sleeve moves
independently from Top Star™

         unless locked by Crown

       Easy to Use and Reduces Labor

Available in lengths of 2-1/2” and 3-1/8”

4-point 3/8” diameter provides a secure

                                                                                  Threaded Sleeve moves

       Easy to Use and Reduces Labor

Available in lengths of 2-1/2” and 3-1/8”
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TOP STAR™ Adjustable Shim Screws

      DRIVE WITH SPEED, QUALITY & CONFIDENCE
WWW.GRKFASTENERS.COM

800.263.0463

Scan For 
Top Star™ 
Video!

GRK’s adjustable Top Star™ Shim Screw, is in fact a screw within a screw that allows 
you to install wooden doorsor windows without the use of shims.  The quick and easy 
system reduces labor and allows for hassle free adjustments to ensure plumb installation.  
Suited to meet the needs of both professional contractors and DIYersmaking the job 
easier for one person.  Fine adjustments are as simple as the turn of a screw, 
even after years of useand settling.

     

     

    

  

1. Pre-drill door or window jamb only with 5/16” drill bit. 2. Drive Topstar™ with Crown bit through jamb into frame until flush.

 
3. Slide Crown bit off, exposing the inner star bit. 4. Use the inner Star bit to adjust in/out until jamba is plumb.

U.S. (Std.) Size
(Dia. x Length)

   Metric Size
(Dia. x Length)

Bulk
Part No.

Bulk
Box Qty. Blister-Pak Part No. Blister-Pak

Qty/per pack

3/8” x 2-1/2”           6.0 x 63           20157         100                        24050                                       6

Crown/Bit
includes:
1 Crown, 1 Bit

86467         6

3/8” x 3-1/8”           6.0 x 80           20161         100                        24100                                       6

86465                                      1
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